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1. CONSTRUCTION DETAIL APPLIES WHERE CONTRACTOR
BUILDS HOUSE CONNECTION. TAP EXTENDS TO PROPERTY
LINE IN ALLEYS OR STREETS OR TO EASEMENT LINE.

2. SIZE OF TAP SHALL BE DESIGNATED ON PLANS.

3. CONSTRUCT TAP AT MINIMUM SLOPE IF COVER
WILL BE LESS THAN 5’ AT PROPERTY LINE.

4. IF DEPTH REQUIRES, MINIMUM SLOPE CAN BE REDUCED
TO 1/8” PER FOOT PROVIDED STUB IS STAKED TO GRADE.

MAIN (SIZE
VARIABLE)

. ALL FITTINGS SHALL BE INSTALLED IN ACCORDANCE

WITH ASTM D—2321. THE CONTRACTOR MAY VARY
FROMTHE DRAWING TO USE THE APPROPRIATE WYES,
TEE—WYES AND BENDS TO ENSURE NO MISALIGNMENT
OF THE PIPE AND FITTINGS. BLOCK OR BRACE
FITTING JOINTS TO ENSURE ZERO DEGREES ANGULAR
JOINT DEFLECTION.

6. END OF TAP TO BE SEALED AND MARKED AS NOTED.
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